
 

Certified by   Calculated according to EN ISO 10077-2 

 

Uf-value  AluK Belgium 

Uf Apollo 

 

Buitenkader  –  Dormant  -  Fixed frame 

W/m²K P-01-100 P-01-101 P-01-102 
 2.66 2.48 2.40 

 

T-profiel  -  Traverse  -  Transom 

W/m²K P-01-300  
(P-01-310) 

P-01-301 
(P-01-311)

P-01-302 
(P-01-312)

P-01-303 
(P-01-313)

P-01-304 

 2.39 2.30 2.26 2.14 2.08 
 

 

Buitenkader/vleugel  -  Dormant/ouvrant  -  Fixed frame/vent  

W/m²K P-01-200  
(P-01-210) 

P-01-201 
(P-01-211)

P-01-202 
(P-01-212)

P-01-230 
(P-01-240)

P-01-231 
(P-01-241)

P-01-100 2.92 2.78 2.71 2.86 2.75 
P-01-101 2.78 2.67 2.62 2.73 2.65 
P-01-102 2.71 2.62 2.57 2.67 2.60 

 

 

Stolpraam  -  Mauclair  -  Double casement 

W/m²K P-01-200  
(P-01-210) 

P-01-201 
(P-01-211)

P-01-202 
(P-01-212)

P-01-230 
(P-01-240)

P-01-231 
(P-01-241)

 2.90 2.72 2.64 2.82 2.69 
 

 

T-profiel/1 vleugel  -  Traverse/1 ouvrant  -  Transom/1 vent 

W/m²K P-01-200  
(P-01-210) 

P-01-201 
(P-01-211)

P-01-202 
(P-01-212)

P-01-230 
(P-01-240)

P-01-231 
(P-01-241)

P-01-300 (P-01-310) 2.78 2.66 2.60 2.73 2.64 
P-01-301 (P-01-311) 2.66 2.57 2.52 2.62 2.55 
P-01-302 (P-01-312) 2.60 2.52 2.48 2.57 2.50 
P-01-303 (P-01-313) 2.39 2.35 2.32 2.37 2.34 

 

 

T-profiel/2 vleugels  - Traverse/2 ouvrants  -  Transom/2 vents 

W/m²K P-01-200  
(P-01-210) 

P-01-201 
(P-01-211)

P-01-202 
(P-01-212)

P-01-230 
(P-01-240)

P-01-231 
(P-01-241)

P-01-300 (P-01-310) 2.91 2.74 2.66 2.84 2.71 
P-01-301 (P-01-311) 2.82 2.68 2.61 2.76 2.65 
P-01-302 (P-01-312) 2.77 2.64 2.58 2.71 2.62 
P-01-303 (P-01-313) 2.58 2.50 2.46 2.55 2.49 
 


